Republic of the Philippines

National Irrigation Administration
Central Office

SUPPLEMENTAL BID BULLETIN NO. 6
to the
BID DOCUMENTS

for the
Construction of Bayabas Rockfill Dam and its Appurtenant Structures
in Region 3 under Small Reservoir Irrigation Project
ITB No. R3-BSRIPD-C-37

A. Please be advised of the following revisions in the Bidding Documents for the above-
captioned project:

1. Delete all pages under Section Ill. Bid Data Sheet of the Bidding Documents, and
substitute the herein Attachment Sheet Nos. “1” to “4”;

2. Delete page LC-1 of Section V-A. Local Conditions of the Bidding Documents, and
substitute the herein Attachment Sheet No. “5”;

3. Delete all pages under Section V-B. Supplemental Information of the Bidding
Documents, and substitute the herein Attachment Sheet Nos. “6” to “8”;

4. Deléete Section XIV. Tunneling and Underground Works of the Technical
Specifications, and substitute the herein Attachment Sheet Nos. “9” to “31”;

5. Delete Sheet No. 195 to 215 of Section VII. Drawings of the Bidding Documents;

6. Delete all pages under Section VIII. Bill of Quantities of the Bidding Documents, and
substitute the herein Attachment Sheet Nos. “32” to “42”; and

7. Delete pages 59, 64, and 65 under Section IX-A. Bidding Forms of the Bidding
Documents, and substitute the herein Attachment Sheet Nos. “43” to “45”.

B. In response to the questions raised during the pre-bidding conference, and other
additional inquiries, please be informed of the following:

1. The BAC-A, upon recommendation of the TWG, has resolved to remove the Tunnel
Boring Machine from the minimum equipment requirement (ITB No. 10.5).
However, the Contractor may opt to use or utilize a TBM, at his own discretion,
during construction activities, subject to the approval of NIA;
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Republic of the Philippines

National Irrigation Administration
Central Office

2. For Joint Venture, the Special PCAB License issued to the Joint Venture should
comply with the license and registration particulars required under ITB Clause No.
5.2 of the Bidding Documents;

3. The bidders may use Purchase Agreement as its proof of ownership during the
bidding for the pledged brand-new service vehicle. However, the service vehicle
subject of Purchase Agreement, must be readily available once the NTP was issued;

4. Clearing and Grubbing for the access road is a different item of work from Clearing
and Grubbing for the dam area; and

5. Ajointsurvey will be conducted between NIA representative/s and the Contractor’s
representative/s prior to the start of construction activities. During the conduct of
the joint survey, both parties will be able to determine and finalize the
volume/quantity of excavated materials and materials for disposal.

C. Receipt of this Notice must be acknowledged by the Bidders at the Office of the BAC-A
Secretariat, 6th Floor, NIA Building “A”, EDSA, Diliman, Quezon City.

D. This Notice shall form part of the Bidding Documents.
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Attachment Sheet No. 1

Bid Data Sheet

ITB Clause

5.2 For this purpose, contracts similar to the Project refer to contracts which have
the same major categories of work, which shall be:

Construction of Dam (for agricultural and/or hydropower projects) and/or Flood
Control Projects (Protection Dikes and/or Sabo Dam and/or Floodway) and/or
Irrigation Canal/Canal Structures, and/or other Major Hydraulic Structures
and/or Drainage Canals/Structures for Irrigation with a value of at least fifty
percent (50%) of ABC. All prospective bidders should possess a valid PCAB
license with a Principal Classification and Category in General Engineering as
“AAA” and Registration Particulars with respective size range of “Large B” in
Dam, Reservoir or Tunneling, and/or Irrigation or Flood Control.

7.1 Subcontracting is allowed, subject to evaluation and approval of the sub-
contracting agreement in accordance with NIA MC No. 37, s.2014. The sub-
contractor shall undertake not more than 50% of the contract works.

NOTE: The contractor shall undertake not less than 50% of the contracted
works with its own resources.

10.1 The prospective bidders shall submit Certificate of Site Inspection duly signed
by the authorized NIA employee/official.

10.3 No further instructions.

10.4 The key personnel must meet the required minimum years of experience set
below:

Key Personnel Relevant Experience

1 — Project Manager — | A licensed Civil Engineer (PRC
License) with at least five (5) years
experience as Project Manager;

1 — Project Engineer — | A licensed Civil Engineer (PRC
License) with at least three (3) years
experience as Project Engineer in
similar works (refer to SLCC);

2 — Office Engineer — | A Licensed Civil Engineer (PRC
License) with at least one (1) year

experience in engineering works with
AUTOCAD training certificate;
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Attachment Sheet No. 2

1 — Material Engineer II — | With at least two (2) years’ experience
as Materials Engineer II duly accredited
by the DPWH;

1 — Mechanical Engineer - | A Licensed Mechanical Engineer (PRC

License) with at least three (3) years
experience in Mechanical Works;

1 — Electrical Engineer - | A Licensed Electrical Engineer (PRC
License) with at least three (3) years
experience in Electrical Works;

1 — Civil Engineer — | A Licensed Civil Engineer (PRC
License) with at least 3 years of
experience in Geotechnical works;

1 — Geologist — | A Licensed Geologist (PRC License)
with at least three (3) years experience
in Dam Embankment foundation
treatment;

1 — Safety/Health Officer | — | With  Training  Certificate  duly
accredited by DOLE and with at least

two (2) years experience as Safety
Officer;

1 — Geodetic Engineer — | with at least two (2) years experience as
Geodetic Engineer (PRC License);

3 — Foreman:;

2 — for Earthworks — | with at least three (3) years experience
as Foreman for Earthworks;

1 — for Concreting — | with at least three (3) years experience
as Foreman for concreting and/or other
related works.

No replacement of personnel shall be allowed by NIA until after fifty percent
(50%) of the project has been completed, except for justifiable reason to be
approved by NIA Regional Office 3.
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